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Noritz introduces the latest advancements in tankless water heater technology for your 
home…the EcoTough™ High-Efficiency Series. These remarkable units take tankless 
efficiency, convenience and ease of installation to a whole new level. 

With unparalleled reliability, quality engineering and construction, the EcoTough™ Series 
reduces both energy use and CO2 emissions. All this while ensuring that you enjoy:

• ENDLESS HOT WATER

• LESS EXPENSIVE PVC VENTED INSTALLATION

• ADVANCED THERMAL EFFICIENCY

• LONG LIFE AND RELIABILITY

ECOTOUGH™ CONDENSING TECHNOLOGY
TAKING TANKLESS TO A NEW LEVEL OF EFFICIENCY
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STEP 1
A hot water tap is turned on.

STEP 2
Cold water enters the heater & the flow sensor detects 
the water flow.

STEP 3
The computer automatically ignites the burner.

STEP 4A & 4B
Water circulates through the heat exchangers. The 
burner heats the water to the designated temperature.

STEP 5
The Noritz tankless water heater provides an endless 
stream of hot water. When the tap is turned off, the unit 
shuts off. Durability
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DIRTY WATER VS. CLEAN WATER
As years pass, traditional tank-type water heaters start to rust 
and build up scale inside the tank, which is where your hot 
water is being stored for use. A Noritz tankless heats water as it 
passes through the unit, so you will never have to use hot water 
that has been stored in an old rusty tank.

A tankless water 
heater heats water 
on demand, so that 
means no storage or 
shortage of hot water. 

Since there is no stored hot water 
that requires constant reheating 
like traditional tank systems, you 
can save about half the cost of 
your current water heating bill.  
The ability to use less-expensive 
PVC venting, flexible installation 
options and superior construction 
quality makes Noritz the industry 
leader for value.

Source: http://www.energystar.gov/index.cfm?c=gas_tankless.pr_savings_benefits
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HOW TANKLESS WORKS

STAINLESS STEEL 
SECONDARY 
HEAT EXCHANGER
Noritz condensing tankless water heater has a secondary heat exchanger 
built entirely of stainless steel, which resists corrosion and provides durability. 
EcoTough™ units are one of the most efficient home water-heating system 
in the industry.

COMMERCIAL GRADE  
COPPER HEAT 
EXCHANGER
Primary heat 
exchanger has  
25% thicker piping  
for longer life and  
less errosion.

Vertical vent 
termination

Horizontal vent 
termination

Basement DV 
installation

Outdoor 
installation

Recess box 
installation

FLEXIBLE INSTALLATIONS

You don’t use hot water 
24-hours a day. Yet a standard 
tank-type water heater 
consumes energy round the 
clock to keep the water hot.
 By heating water only when you need 

it, ENERGY STAR qualified tankless water 
heaters save the typical family more than 
$100 per year on gas bills compared to a 
standard storage model. Larger families can 
save even more!



ECOTOUGH™IS
ECO EFFICIENT... NRC1111 NRC98

WHAT’S BTUH?
What makes EcoTough™ condensing  
technology so different from  
conventional tankless systems? 

The answer lies in Noritz’s innovative dual 
heat exchanger—an efficient combination of 
stainless steel and copper heat exchangers. 

The 100% stainless steel secondary heat 
exchanger captures the residual heat from 
the combustion gas to preheat the incoming 
cold water before it runs through the primary 
copper heat exchanger. Combine this with 
Noritz’s advanced tankless technology and 
you have one of the most efficient home 
water-heating system in the industry.

The bottom line? You’ll enjoy the best 
combination of technology-driven 
thermal efficiency, cost effectiveness and 
environmental responsibility plus:

There is nothing wrong with those big tank water 
heaters, right? Unless of course you worry about 
waking up to a little lake in your home when 
the bottom corrodes out. Or you were looking 
for a little extra room for a closet, computer 
nook or storage, but that big tank filled up the 
space. And then there is the fact that you are 
constantly heating water, even when  
you’re not home—not very  
environmentally friendly! It’s time  
to take a closer look at technology  
that is safe, efficient and convenient 
while meeting the needs of your home 
and the planet. 

A BTU is the quantity 
of heat needed to 
raise one pound of 
water by 1°F. BTUH 

is the number of 
BTUs per hour. More 

BTUH means more 
heating power.

DEFINITELY WORTH A 
CLOSER LOOK
When you combine the finest materials, sophisticated manufacturing 
methodology and latest environmental technology you get products 
guaranteed to stand the test of time. That’s why when you choose Noritz, 
you’re choosing the highest quality tankless water heaters on the market 
today. And that definitely makes Noritz worth a closer look.

• UNEQUALLED TEMPERATURE STABILITY

• INCREASED FLOW RATE PERFORMANCE

• IMPRESSIVE 94% SYSTEM EFFICIENCY 

• SIGNIFICANT REDUCTION IN CO2 EMISSIONS
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